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SIGN MOUNTING - Sign Posts®

Telespar posts are corner 
welded to allow smooth 
telescoping action. This what 
makes this system so versatile 
and easy to install.

The system allows section 
tubing to be inserted into 
the next size larger tube for 
easy telescoping, repair and 
strengthening.

Power coated perforated 
and non-perforated tubing 

in 5 different attractive 
colors; Black, Red, Green, 

Yellow or Blue available.
SPECIAL ORDER - JUST ASK!

Anchor Base Yielding 
Breakaway Base

Direct 
Embedded

Two piece breakaway systems are easily 
constructed 
by adding the 
next larger size 
tube, providing 
double wall 
thickness to aid 
in the breakaway 
functionality. One 
person install and 
replacement.

Anchor

Anchor with 
Additional 

Sleeve

Anchor should be driven 
into surface up to 1” to 

2” above ground.
Optimizes breakaway 

and easy repair.
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L-BRACKETS
Aluminum High Tensite 
Strength with Fasteners

BACK STRAP BRACE 
BANDING TOOL

Sign Mounting
l-bRACKETS

THREADED

YES
NO

SQUARE TUBE
SQUARE TUBE

M2G-2LBT
M2G-2LBS
M2G-1.75X1.75LBS
M2G-2X2LBS

ITEM
NUMBER

PIPE 
O.D.

2”
2”

1.75” x 1.75”
2” x 2”

Bracket Sets Include Fasteners 
to Fit Schedule 40 Pipe Post

16 1/2” 
Overall 

Bracket Height

Available with 
Customer’s Name, 
Stock Number, etc. 

in mold

6” Center to 
Center

6” Center to 
Center

3 3/4”

1 1/2”
Radius

3 3/4”

7”
M2G-2LBT
Threaded Version to Fit Threaded 
Pipe (Includes 1 Set Screw to 
Lock Bracket in Place).

M2G-2LBS
Set Screw Version to Fit 

Plain Pipe. Bracket in 
Positioned and Secured by 

3 Set Screw.

M2G-1.75X1.75LBS
with Fasteners to Fit 1.75” x 
1.75” Square Tube

M2G-2X2LBS
with Fasteners to Fit 
2” x 2” Square Tube

5 Bracket Sets 
per Box

1/4” - 20 Steel 
Lock Nuts

1/4” - 20 x 3/8”
Allen Head 
Set Screw

1/4” - 20 x 3/4” Phillips 
Pan Head Steel Bolts

L-Bracket Sets Include:
5 Phillips Pan Head Steel Bolts
5 Steel Lock Nuts
Allen Head Lock Nuts (1 

Included with Threaded 
Version, 3 Included with Set 
Screw Version)

POST
O.D.

2” or 2 1/2”
2” or 2 1/2”

— —
— —

4” x 4”
4” x 4”

4” x 4” or 6” x 6”
4” x 4” or 6” x 6”

POST
TYPE

Square or Pipe
Square or Pipe

U-Post
U-Post
Wood
Wood
Wood
Wood

M2G-2S-21M
M2G-2S-31M
M2G-U-21M
M2G-U-31M
M2G-44-21M
M2G-44-31M
M2G-46-21M
M2G-46-31M

ITEM
NUMBER

WEIGHT
BOX OF 10

13.0 lbs.
19.0 lbs.
13.0 lbs.
19.0 lbs.
14.0 lbs.
20.0 lbs.
15.0 lbs.
21.0 lbs.

BACK BRACE
HOLE CENTERS

21” TO 22”
31” TO 32”
21” TO 22”
31” TO 32”
21” TO 22”
31” TO 32”
21” TO 22”
31” TO 32”

BACK STRAP BRACE
3/16” Galvanized Steel

Designed to strengthen sign exposed to high winds. Aids against sign bending. With 
sign back brace, vandals are unable to pull sign forward or push back. Brace designed 
to signs with 24” horizontal width minimum.

Reduces Maintenance 
and Vandalism

21” to 22” or 31” to 32” Center of Slot to Center of Slot 

5/16” x 1 1/12”
Slots3/8” Diameter Hole

1” Height

2” x 2 1/2” Square Sign 
Post Version or 2” x 2 1/2” 

Pipe Post (not pictured) 

U-Steel Sign 
Post Version

4” x 4”, 4” x 6” and 6” x 6” 
Wood Post Version

10 Back Braces per Bundle

Special Sizes Can Be “Made 
To Order” Upon Request

Brackets, Fixtures & Fasteners -  SIGN MOUNTING
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Designed to pull sign strap tight around electroiler 
pole or large diameter post. Signs won’t slip or 
rotate. Cut strap to length.

BANDING TOOL

m2G-12BT

Stainless
Steel Strap

Stainless
Steel Buckle

Banding
Tool

Strap Threaded Through
Heavy Duty Buckle

STA-bAND sTAINLESS 
sTEEL bUCKLES

m2G-34B

ITEM 
DESCRIPTION

Banding Tool
3/4” Utility Grade Buckle
3/4” Utility Grade Buckle
5/8” Utility Grade Buckle
3/4” x 200’ Utility Grade Sta-Band Steel Strap 
3/4” x 100’ Heavy Duty Sta-Band Steel Strap
5/8” x 100’ Heavy Duty Sta-Band Steel Strap

M2G-12BT
M2G-34B(UG)
M2G-34B(HD)
M2G-58B(HD)
M2G-34S(UG)
M2G-34S(HD)
M2G-58S(HD)

ITEM
NUMBER

STRAP
SIZE

— —
.020”

.030 - .032”

.030 - .032”
.020”

.030 - .032”

.030 - .032”

Firmly clams sign strap in place for 
tight gripping hold.

STA-bAND
Steel Strap

m2G-34S
Designed to encircle any circumference electrolier pole or large diameter 
meter post strap. Allows usage of a variety of sign bracket options.

3/4” Utility Grade Buckle

5/8” or 3/4” Heavy
Duty Buckle

M2G-202 Set Pictured 
(see page 20 for more information)

Sta-Band
Steel Strap

SIGN MOUNTING - Brackets, Fixtures & Fasteners®
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Opposite View of
the M2G-202 Set

M2G-202 Set consists of:
•	 M2G-34S(UG)30 - 30” x 3/4” x .020” 

Sta-Band Steel Strap
•	 Two piece Tightening Clip Set
•	 One 1/4” - 20 x 2 /12” Slotted Head Steel 

Bolt
•	 One 1/4” - 20 Square Steel Nut
•	 M2G-FUB - Flared Leg Bracket
•	 M2G-BHX - 5/16” - 18 x 1/2” Hex Head 

Steel Washer Face Cap Screw with 
Rubber Washer (attached)

Two Piece Tightening Clip Set

Designed for one sided sign installation on electrolier pole or 
large post. Set includes all necessary components to install a 
sign. Two sets required per sign. No special tools required.

Adjustable Electrolier
m2G-202 

SIGN Mounting Set
Stainless Steel

One Set Shown
Requires Two Sets To Securely 

Mount A Sign

One Set Shown
Requires Sets To Securely 

Mount A Sign

M2G-FUB
Flared Leg Bracket

Sta-Band Steel Strap

1/4” - 20 x 2/12”
Slotted Steel Head Bolt1/4” - 20

Slotted Steel Nut

M2G-BHX
Hex Head and Rubber 

Washer

1/4” - 20 x 2/12”
Slotted Steel Head Bolt

1/4” - 20
Slotted Steel Nut

Two Piece Tightening 
Clip Set

Hex Head Steel Washer 
Face Cap Screw with 

Rubber Washer

Flared Leg 
Bracket

30” x 3/4” x .020”
Stainless Steel Strap

Two Piece Tightening 
Clip Set

Two Adjustable Electrolier 
Sign Mounting Sets In Place

Back of
Sign

Brackets, Fixtures & Fasteners -  SIGN MOUNTING
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ITEM 
DESCRIPTION

2 Piece Bracket Set
1 1/2” Aluminum Bracket
3” Aluminum Bracket

M2G-ETPB
M2G-1-SWS
M2G-2-SWS

ITEM
NUMBER

Sets
Per Box

20 Sets
50 Each
50 Each

ITEM 
DESCRIPTION

Straight Leg Bracket
Straight Leg Bracket
Straight Leg Bracket
Flared Leg Bracket
Flared Leg Bracket
Flared Leg Bracket

M2G-SUB
M2G-UB
M2G-UB-TP*
M2G-FUB
M2G-UBF
M2G-UBF-TP*

ITEM
NUMBER

— —
Hex Head Cap Screw
Theft Proof Cap Screw

Hex Head Cap Screw
Theft Proof Cap Screw

FASTENER 
TYPE

Sets
Per Box

100 Each
100 Sets
100 Sets
100 Each
100 Sets
100 Sets

M GROUP G
MECHANICAL SAFETY AID

ELECTROLIER
Strap-On Sign Brackets

High Tensile Alloy Aluminum

Electrolier Pole

Stainless Steel Strap

Buckle

Top View

Single Faced or Double 
Faced Sign

Sign Bracket

STRAP-ON SIGN bracket FOR 
DOUBLE FACED SIGNS

Designed for double sided signs installation on electroiler 
pipe or larger diameter post.

STRAP-ON SIGN bracket FOR 
single FACED SIGNS

Designed for one sided signs installation on electroiler pipe or larger diameter post.

7/8” x 3/16” 
Slot

Brackets are drilled at 
5/16” holes for fasteners

Sets include:
Bracket(s)
1/4” - 20 1/2” Phillips Head Steel Bolt(s)
1/4” - 20 Steel Lock Nut(s)

3”

M2G-2-SWS
M2G-1-SWS

M2G-ETPB

2”
1/2” 1/2”

1”

1 3/4”

1 3/4”

1”

1 1/2”

7/8” x 3/16” 
Slot

2 3/4”

1”

1 1/2”

7/8” x 3/16” 
Slot

Top View

Electrolier Pole

Straight Leg 
Sign Bracket

Single Faced
Faced Sign

Stainless 
Steel Strap

Cap Screw

Electrolier 
Pole

Sign

Electrolier Strap-On 
Sign Brackets

Stainless 
Steel Strap

7/8” x 3/16” 
Slot1 5/8”

1 1/2”

5/16” - 18 
Threaded Hole

Straight Leg Bracket Flared Leg Bracket

1 1/2”
3/4”

1 5/8”

7/8”

1”

SIGN MOUNTING - Brackets, Fixtures & Fasteners®
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The Installer’s Tool
Case Hardened Galvanized Steel

Vandal Proof 
Nut Wrench

Hex Head 
Wrench

Square Nut
Wrench

Spanner Wrench 
for Theft Proof 

Cap Screw

Screwdriver
Head Wrench

m2g-HIT

m2g-btpwhHeavy Duty Spanner 
Wrench for M2G-BTP 
Theft Proof Cap Screw

Installs all fasteners (except allen 
head or phillips head bolts/screws)

HEX HEAD
CAP SCREW
M2G-BHX

Steel Washer Face
Cap Screw with 

Rubber Washer Attached 
5/16” - 18 x 1/2”

BOLT WITH
VANDAL CAP NUT

M2G-VP56N
Vandal Proof Zinc Head

with Standard Steel 
Hex Head Bolt

5/16” - 18 x 1”

THEFT PROOF 
CAP SCREW
M2G-BTP

Steel and Zinc Head
Cap Screw 

with Nylon Washer 
5/16” - 18 x 1/2”

HEX HEAD
CAP NUT
m2g-hn

Standard Hex Head
Steel Bolt with Nylon 
Washer and Hex Nut

5/16” - 18 x 1”

HAWKINS Available Fasteners
LONG DRIVE RIVET

M2G-DRR3812
3/8” Diameter 1/2”
.125” - .250” Grip

M2G-DRR381932
3/8” Diameter 19/32”

.218” - .343” Grip

m2g-BTPW

Spanner Wrench for 
M2G-BTP Theft Proof 

Cap Screw
Steel Plated

Brackets, Fixtures & Fasteners - SIGN MOUNTING
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