


Visual Safety Aid - BARRICADES

3 Bar 
Pedestrian Barricade

1-1/2" I.D. STD. PIPE
Schedule 40

3/16”

3/16”

Bottom ends of barracade 
secured by 2.0’ Class B 
concrete.  No screws or 

fasteners requred.

USED FOR DISPLAYING DOUBLE PEDESTRIAN 
CONTROLING SIGNS

Pipe post to be set 1-1/2 ft. back from 
face of curb unless specified otherwise. 

When sidewalk is existing, foundation 
may consist of a threaded pipe flange  
secured by four 3/8 in. concrete 
expansion anchor  bolts. 

Concrete secured 
Installation shown 

Floor Flange 
Installation 
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P GROUP K
PHYSICAL SAFETY AID

HIGHWAY METAL 
BEAM GUARD RAILING 
W-Beam Class A, Type 1 Guard Rail pursuant to State of California 
Dept. of Transportation Standard Specifications Section 83.

DESCRIPTION

P2K-126R

P2K-CR150

P2K-WTS

P2K-FTS

P2K-CTS

P2K-MTS

P2K-ETS

P2K-SBSET

P2K-912PBHSET

P2K-18PBHSET

P2K-GRP6

P2K-GRP8

P2K-GRP10

P2K-BOP6

P2K-BOP8

P2K-(P2)RB-1

P2K-(P2)RB-2

P2K-58SB

P2K-58HRN

P2K-912PB

P2K-18PB

P2K-58FHN

P2K-58CW

P2K-134RW

ITEM
NUMBER

•	 Prices for CORTEN, Class A, Type 4 self weathering steel available on 
request.

•	 Splice Hole Clusters, Cable End Anchor Hole Clusters and/or Post Bolt 
Holes on request.

•	 Non-standard lengths of Guard Rail available on request.
•	 Guard Rail and components galvanized pursuant to State specifications.
•	 Wood Posts and Blocks pressure treated to prevent rot.

WEIGHT

13’6” (12’6” laying length) Guard Rail element 
with 6’3” post spacing hole

Concave or Convex Radius 15’ to 150’, 13’6” Rail

Type A Wrap Around Type Terminal Section

Type B Flared Type Terminal Section

Type C Complete Wrap Around Terminal Section

Median Type Terminal Return Section

Flat Exit Terminal Section

5/8” x 1-1/4” Splice Button Head Bolt with 
5/8” Heavy Recessed Nut

5/8” x 9-1/2” Post Bolt with Hex Nut, 
5/8” Cut Washer and 1-3/4” Flat Plate Washer

5/8” X 18” Post Bolt with Hex Nut, 
5/8” Cut Washer and 1-3/4” flat Plate Washer

Guard Rail Wood Post 6” x 8” x 5’4”

Guard Rail Wood Post 8” x 8” x 5’4”

Guard Rail Wood Post 10” x 10” x 5’4”

Guard Rail Wood Block Out Post 6” x 8” x 14’’

Guard Rail Wood Block Out Post 8” x 8” x 14’’

Tear Drop Guard Rail Reflector Assembly 
with One Clear Reflector Attached

Tear Drop Guard Rail Reflector Assembly 
with Two Clear Reflectors Attached Back to Back

5/8 “ x 1-1/4” Splice Button Head Bolt

5/8” Heavy Recessed Nut

5/8” x 9-1/2” Post Bolt

5/8” x 18” Post Bolt

5/8” Finished Hex Nut

5/8” Cut Washer

1-3/4” x 3” Rectangular Flat Plate Washer

97 lbs.

97 lbs.

22 lbs.

18 lbs.

42 lbs.

36 lbs.

12 lbs.

3 oz.

3/4 lbs.

1-3/4 lbs.

45 lbs.

70 lbs.

95 lbs.

9 lbs.

15 lbs.

4 oz.

5 oz.

2 oz.

1 oz.

9 oz.

1-1/2 lbs.

1 oz.

2 oz.

4 oz.
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