


Catalog Item No. No. of Colors Color Number
Marker 
Type

MONO-DIRECTION One Color

V16C-88BW White (150-1450) type G

V16C-88BY Yellow (150-1480) type H

V16C-88BR Red (150-1420)

V16C-88BB Blue (150-1360)

V16C-88BG Green (150-1390)

BI-DIRECTION One Color

V16C-88AW White (150-1300) type B

V16C-88AY Yellow (150-1330) type D

V16C-88AR Red (150-1270)

V16C-88AB Blue (150-1210)

V16C-88AG Green (150-1240)

BI-DIRECTION Two Color

V16C-88ERW White/Red (150-1510) type C

V16C-88EYW White/Yellow (150-1570)

V16C-88ERY Yellow/Red (150-1540)

100 Markers Per Carton   •   Carton Weight 46 lbs.   •   Carton Dimensions: 21” x 18” x 4”

V16C-44C
PROTECTIVE
PLASTIC
COVERS

Protect pavement markers by covering 
with protective plastic cover before 
resealing & paving operation. (Covers 
precoated with adhesive to stick to 
marker during maintenance work).

100 covers

Per Box

V GROUP C
VISUAL SAFETY AID

REFLECTIVE
STIMSONITE 88

PAVEMENT MARKERS

4” 4”

3/4”

PAVEMENT MARKERS  - Visual Safety Aid ®

9393
USA  800.772.3995  |  Local  510.525.4040  |  Fax  510.525.2861



UNREFLECTIVE
CERAMIC & PLASTIC ABS 

PAVEMENT MARKERS

V GROUP C
VISUAL SAFETY AID

PURSUANT TO STATE OF CALIFORNIA AND 
FEDERAL DEPARTMENT OF TRANSPORTATION 

SPECIFICATIONS STANDARDS.  TYPE A, 
CLASS #3, 1500 POUND TEST.

V16C-CMKR-Y
Ceramic Yellow Marker

V16C-PMKR-Y
Plastic Yellow Marker
 V16C-CMKR-W
Ceramic White Marker

V16C-PMKR-W
Plastic White Marker

•	50 Markers Per Carton

•	Different Colored Markers May Be Combined 
For Quantity Pricing.

•	Carton Weight 34 lbs. 
•	Carton Dimensions: 21” X 9” X 5”

V16C-4BC - PROTECTIVE PLASTIC COVERS
Protect pavement markers by covering 
with  protective plastic cover before 
resealing and paving operation.  (Covers 
are precoated with adhesive to stick to 
marker during maintenance work).

100 Covers per Box

TYPICAL CERAMIC MARKER

Visual Safety Aid -  PAVEMENT MARKERS
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Tube 
Color Catalog Number Tube 

Shape
Reflective 

Band(s) Color
Tube 

Length

Orange V60C-MASTERFLEX-36OR Round 2 - White 36”

Orange V60C-MASTERFLEX-36OF Flat 1 - White 36”

White V60C-MASTERFLEX-36WR Round 2 - White 36”

White V60C-MASTERFLEX-36WF Flat 1 - White 36”

Yellow V60C-MASTERFLEX-36YR Round 2 - White 36”

Yellow V60C-MASTERFLEX-36YF Flat 1 - White 36”

Orange V60C-MASTERFLEX-42OR Round 2 - White 42”

Orange V60C-MASTERFLEX-42OF Flat 1 - White 42”

White V60C-MASTERFLEX-42WR Round 2 - White 42”

White V60C-MASTERFLEX-42WF Flat 1 - White 42”

Yellow V60C-MASTERFLEX-42YR Round 2 - White 42”

Yellow V60C-MASTERFLEX-42YF Flat 1 - White 42”

MASTERFLEX POST - Visual Safety Aid

Surface Mount 
Channelizer Post

V GROUP C
VISUAL SAFETY AID

®

FEATURES:
• The New Masterflex Post available in Two Models — a 180º two-
way direction channelizer, or a 360º full-view direction
channelizer. Both models incorporate the latest molding techniques 
and materials technology.
• 	High Impact Resistant — the Masterflex Post is designed to 

withstand numerous high speed traffic impacts with minimal 
adverse effect.

• 	New Base Technology — a new concept in 
a one piece, hollow molded rubber base. 
Made from the highest elastic natural 
rubber available (Hy-Last®).

• 	The Masterflex Post is also effective in K-
marker applications.

V60C-MASTERFLEX-IKM
Reflectorized Island Marker 
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Visual Safety Aid -  EPOXY ADHESIVES

V GROUP C
VISUAL SAFETY AID

5 ounce tubes

1 gallon cans

5 gallon pails

For Pavement Markers
Rapid or Standard Cure

Available in a variety of size containers for every size job requirement, whether replacing a 
few markers or installing several miles of markers.

MIXING INSTRUCTIONS:  Combine equal parts of A and B epoxy adhesive to obtain an even grey 
color.  Apply to clean, brushed surface,.  Set marker in place.  Apply an adequate amount of epoxy 
to ooze out from under marker 1/4” when marker is pressed in place.

INSTALLING ESTIMATIONS:

Catalog Number Size of Container Weight per Package Adhesive Type
V16C-5EPX-A(RC) 5 Gallon Pail 68 Pounds Rapid Cure
V16C-5EPX-B(RC) 5 Gallon Pail 68 Pounds Rapid Cure
V16C-5EPX-A(SC) 5 Gallon Pail 68 Pounds Standard Cure
V16C-5EPX-B(SC) 5 Gallon Pail 68 Pounds Standard Cure
V16C-1EPX-A(RC) 1 Gallon Can 15 Pounds Rapid Cure
V16C-1EPX-B(RC) 1 Gallon Can 15 Pounds Rapid Cure
V16C-1EPX-A(SC) 1 Gallon Can 15 Pounds Standard Cure
V16C-1EPX-B(SC) 1 Gallon Can 15 Pounds Standard Cure
V16C-SQZ-EPX-A-SC 5 Oz. Tubes 1 1/2 Pounds Standard Cure
V16C-SQZ-EPX-B-RC 5 Oz. Tubes 1 1/2 Pounds Rapid Cure

1 Gallon of Combined Solution 8 oz. Bottle Set 5 oz. Tube Set
100 to 150 - 4” x 4” Square Markers 20 - 4” x 4” Square Markers 10 - 4” x 4” Square Markers

100 to 150 - 4” Round Markers 25 - 4” Round Markers 12 - 4” Round Markers

200 to 300 - 2” x 4” Rectangular Markers 40 - 2” x 4” Rectangular Markers 15 - 2” x 4” Rectangular Markers
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® PAVEMENT MARKERS - Visual Safety Aid

REFLECTIVE
Channel and Lane 

Pavement Delineators

V GROUP C
VISUAL SAFETY AID

Solid Color Resin Molded 
Reinforced Fiberglass

V60C-12SB-Y

V60C-12SB-W

V60C-19SB-Y

V60C-19SB-W

V60C-8R-Y

V60C-8R-W

V60C-6R-Y

V60C-6R-W

V60C-RS-Y

V60C-RS-W

V60C-RSL-Y

V60C-rsl-W

V60C-WS-Y

V60C-WS-W

V60C-4R-Y

V60C-4R-W

V60C-4S-Y

V60C-4S-W

4" Round Lane Delineator Yellow

4" Round Lane Delineator White

4" Square Lane Delineator Yellow

4" Square Lane Delineator White

High Profile Parking Wheel Stop Reflective Yellow

Hight Profile Parking Wheel Stop Reflective White

Small Profile Rumble Bar - Reflective Yellow

Small Profile Rumble Bar - Reflective White

Large Low Profile Speed Bump - Reflective Yellow

Large Low Profile Speed Bump - Reflective White

8" Round Channel Marker Yellow

8" Round Channel Marker White

6" Round Channel Marker Yellow

6" Round Channel Marker White

12" Safety-Bar Yellow

12" Safety-Bar White

19" Safety-Bar Yellow

19" Safety-Bar White

0.5 lbs.

0.5 lbs.

0.5 lbs.

0.5 lbs.

12.5 lbs.

12.5 lbs.

2 lbs.

2 lbs.

10.5 lbs.

10.5 lbs.

4 lbs.

4 lbs.

2 lbs.

2 lbs.

2.25 lbs.

2.25 lbs.

3.5 lbs.

3.5 lbs.
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Physical Safety Aid -  DETECTABLE WARNING SYSTEMS

Since 1994, Detectable Warning 

Systems, Inc. has been a pioneer 

in providing innovative and 

economical detectable warning 

products.  Our products provide ADA 

compliant tactile warning surfaces 

for visually impaired pedestrians 

at a reasonable cost to contractors, 

cities, counties, transit authorities 

and other agencies.

We continue to focus on quality, 

durability and ease of installation.  

And, we stand behind our products 

with a 5-year limited warranty and a 

trained customer service team ready 

to offer expertise and advice.
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One Need ... Two Products

Detectable Warning Systems offers both the  
surface applied RediMat and the cast-in-place 
EZ Set Tile.  Together, these technologically 
advanced products meet the need for both retrofit 
applications and new construction.

ADA Compliance

Our slip-resistant detectable warnings meet  
or exceed all ADA, FHWA, California Title 24 and  
other regulations which require a tactile warning surface 
for visually impaired pedestrians.  We utilize a 2.35-inch 
spacing and an inline pattern for our truncated dome 
systems.

The Most Installer-Friendly Products Available

Both the RediMat and EZ Set Tile install in less than 10 minutes from start to finish.  
Contractors save time and money while minimizing facility down-time and pedestrian 
disruptions.

Long-Lasting Construction and a 5-Year Warranty

Our polyurethane RediMat and polymer concrete EZ Set Tile are  
designed and proven to provide years of useful life.  And, they are  
backed by a 5-year limited warranty covering defects in  
workmanship and materials.
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Surface Applied

Cast-in-Place

RediMat™

EZ Set Tile™

RediMat surface applied detectable warnings provide an easy yet 
durable solution for retrofit applications.

EZ Set Tile detectable warning tiles are designed to be placed into 
wet concrete during ramp or other new construction projects.

1 2 3 4 5

1 2 4 53

FAST – Proprietary, pressure-sensitive “peel and stick”  
adhesive system allows for simple 10-minute installation  
and long-term adherence.

DURABLE – UV protected, tear-resistant polyurethane mat 
withstands years of high volume foot traffic.

ADAPTABLE – Semi-rigid material allows for superior 
conformance on uneven surfaces.  Available “wedge” shape for 
complex radius applications.

EASY – Simple one-person installation in less than 10 minutes 
with no special equipment.

STRONG – Unique molded polymer-concrete tile is slip resistant 
and provides years of strong, durable service.

REPLACEABLE – Tamper-resistant stainless steel 
anchoring system provides solid installation, yet allows 
for fast replacement should the need arise.

DETECTABLE WARNING SYSTEMS - Physical Safety Aid
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